
110 - 277 Vac / 480 Vac

CRI

Life Span 

Operation Temperature 

input voltage

Available CCT

Lumen per Watt

Light Distribution 
type 

>70

4000k,5000k

50,000 Hours

-40°F ~ 113°F

CRI

Life Span 

Operation Temperature

input voltage

Available CCT

Lumen per Watt

Light Distribution 
type 

iii, iv, v

50,000 Hours

4000k,5000k

146 lm/W

>70

110 - 277 Vac / 480 Vac

-40°F ~ 113°F

250w - 300w - 350w100w - 150W - 200W 

Beam Angle Due to optical typeBeam Angle Due to optical type

specification feature

iii, iv, v

146 lm/W

lumen lumen
100w - 14,600

150w -  21,000 lm
200w -  27,000 lm

250w -  35,000 lm
300w -  42,000 lm
350w - 51.100 lm

Accesories Options:

Photocell

  

designed for installing new construc-
tion or retrofitting existing commer-
cial building

Four different bracket designs for 
multiple mounting options

ip66 rated fixture with outstanding 
corrosion protection 

Rugged die-cast aluminum housing
 
DLC premium

Surge Protection 

5.0 Parking Lot Led 
Proudly Designed and Made for America
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Net  Weight
150W:16.308lb
200W:16.526lb

Net  Weight
250W:23.104lb
300W:24.515lb
      

80mm(3.15in.)851.15mm(33.5in.)

635.92mm(25.04in.)

33
9.

97
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m
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3.
39
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.)

Ø
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100w - 150w - 200w

Dimensions 

350W:24.515lb

250w - 300w - 350w

Ordering options

Ordering options
Ordering options

-Tm   -trunnion mount 

Proudly Designed and Made for America

250w - 300w - 350w
Example: ledtpk  300w  50k 3 -sp

 100w - 150w - 200w 
 

 

 

LEDtPk  200W  50K  [blank]  3  -sp  

Series  Rated Wattage  Color Temp  distribution Type  Finishing  control accessory  

LEDtpk   3 Type III  Blank  

-ALpc         tWIST lOCK pHOTOCELL   
 

200w            200 Watt
150w            150 Watt 

40K      4000 Kelvin 
50K      5000 Kelvin   

  

 

 

  

 

 

 
 

5 Type v  

Blank     110 - 277 Vac 
hv           480 VAc  

-ALMS         Motion Sensor  

 

Blank    -no accessory 

[Blank]  

-sp     -slipfitter 
Mount  

-am    -direct arm mount

Lorem ipsum

 

-wm   -wall mount 

 
100w            100 Watt

 

dARK bRONZE
-bK  bLACK

-wh  wHITE

-sG  sILVER gRAY

Input Voltage  

[Blank] 

Example: ledtpk  200w  50k 3 -sp

4 Type III  

-Tm   -trunnion mount 

 
 

 

 

LEDtPk  300W  50K  [blank]  3  -sp  

Series  Rated Wattage  Color Temp  distribution Type  Finishing  control accessory  

LEDtpk   3 Type III  Blank  

-ALpc         tWIST lOCK pHOTOCELL   
 

300w            300 Watt
350w            350 Watt 

40K      4000 Kelvin 
50K      5000 Kelvin   

  

 

 

  

 

 

 
 

5 Type v  

Blank     110 - 277 Vac 
hv           480 VAc  

-ALMS         Motion Sensor  

 

Blank    -no accessory 

[Blank]  

-sp     -slipfitter 
Mount  

-am    -direct arm mount

Lorem ipsum

 

-wm   -wall mount 

 
250w            250 Watt

 

dARK bRONZE
-bK  bLACK

-wh  wHITE

-sG  sILVER gRAY

Input Voltage  

[Blank] 

4 Type III  



Light Distribution Type 
Type 3:
Type 3 optics produce an asymmetrical pattern that directs 
the majority of the light forward and equally on both sides 
of the luminaire. In a back-to-back con�guration, it creates 
a rectangular pattern which can extend pole spacings.

Type 4:
Type 4 is suitable for applications where light is primarily 
required forward with minimal backlight. Typical installations 
include perimeter poles.

Type 5:
Type 5 optics produce a symmetrical square distribution pattern 
that distributes light equally on all sides of the luminaire. Type 5 
luminaires is universal for most area lighting applications

EPA of AREa Light 

Item

1

0.4418

0.5614

100w/150W/200W

250W/300W/350W

4 @90°3 @120°3 @90°2@180°2 @120°2 @90°

1.0548

1.294

1.0135

1.2503

1.0548

1.294

0.8836

1.1228

0.8813

1.105

0.7145

0.8471

Housing
Features a compact, one-piece die cast housing, 
saving costs versus models that are extruded or 
cast and require additional parts. The heat sink is 
included in the actual casting, further minimizing 

PHOTOMETRY
Optional Type Ⅲ or type Ⅳ or type Ⅴ 
Photometry as per applications.

Standard Arm Mount
The design features an integral arm, 
increasing strength and simplifying 
installation.

Optional Accessories 

Proudly Designed and Made for America

5.0 Parking Lot Led 



Slipfi�er Mount

Specifica�onsMoun�ng Type Ordering
Code

Mounting Options

-SP

Arm Mount

# 1/2'' x 1.97'' Stainless Steel Hexagon Hexagon head bolt -AM

110-277V/480V Twist-lock Photocell

120-277V 0-10V Bi-level

Adjustable Slipfi�er

Wall mount

Trunnion Mount

① ③

③
②

②

Accessory

Bolt

# 1/2'' x 1.46'' Stainless Steel Hexagon head bolt 

Bolt

KM4 x 10'' Stainless Steel flat head boltBolt

Slipfi�er

20.3 x 15.2 x 0.5cm Steel Plate Wall Mount Plate

20.3 x 15.2 x 0.1cm Aluminum alloy Wall Mount Plate AdapterWall Mount Template

19.9 x 17.7 x 9cm Square pole mount armPole Mout Arm

Adaptor Drilling Plate

①Arm Mount 19.9 x 17.7 x 9cm Square pole mount arm

①
④

④

⑤

①

②

③

①

②

①

②Twist-lock Photocell
(Op�onal)

-ALPC110-277V/480V Twist-lock Photocell

Arm Mount Drilling Plate(Dimensions on the Next Page)

4  Twist-lock Photocell (Op�onal)

4

5  Occupancy Sensor(Op�onal)

5

-WM

-ALPC

-ALMS

6 Twist-lock Photocell (Op�onal)

7  Occupancy Sensor(Op�onal)

-ALPC

-ALMS

110-277V/480V Twist-lock Photocell

120-277V 0-10V Bi-level

①

② ③

Trunnion Mount ①

Bolt②

③

Bolt5

# 1/2'' x 1.46'' Stainless Steel Hexagon head bolt 

KM4 x 10'' Stainless Steel flat head bolt -TM

19.05 x 15.24 x 15.24cm Trunnion Mount 

-AM

2

6

3

7



Drilling Template for arm mount

Proudly Designed and Made for America

Slipfitter Mount (-Sp) Arm Mount (-AM) Trunnion Mount (-TM)Wall Mount (-Wm) Trunnion Mount (-Tm)
(For 250W - 300w)

Images of Mounting Options   


