
Proudly Designed and Made for America

ECO Linear High bay LED Fixtures

Specification Feature: 

CRI

110-277VAC / 480Vac

Life Span 

Operation Type

input voltage

Available CCT

Mounting Options

> 80

4000k,5000k

Lumen per Watt > 133 Lm/W

50,0000 Hours

- 40F - 131f

90W - 130w 180w - 300w

CRI

110-277VAC / 480Vac

Life Span 

Operation Type

input voltage

Available CCT

Mounting Options

> 80

Lumen per Watt

4000k,5000k

> 129 Lm/W

50,0000 Hours

- 40F - 131f

Waterproof Rating Damp waterproof rating Damp

 Chain suspension & 
Pendant Mount

 Chain suspension & 
Pendant Mount

Vented steel housing provides thermal manage-
ment through natural convection 

0-10V Dimming standard.

Hassle-free mounting with chain and V-hooks 

Philips advanced high-powered LED technology 
with CCT of 4000k and 5000k with 80 CRI 

Replacement:  4-LampT8 32W, 4-Lamp-T5HO 54W, 
6-Lamp-T5HO 54W

Class 2 Constant Current Driver efficiency  
(90% standard); 50/60Hz available in  120-277V or 
347-480V; Open/short circuit protection; 10K 
Surge protector per ANSI/ IEEE C62.41.2
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 90w - 130w 
 

 

 

LEDslhb  90W    50K -[Blank]  -[Blank]   

Series  Rated Wattage  Color Temp  Sensor  Diffuser  Backup Battery  
LEDslhb

psum

 90W            90 watt   Blank       -no battery 
  

 
 

 
40k        4000Kelvin 
50k        5000Kelvin   

      

  

 

    
 

 

-[Blank]  

130W           130watt 

Input Voltage
Blank       110 - 277 Vac Blank       No Sensor

MS         Motion Sensor

-[Blank]

EB             -Emergency Battery

 180w - 300w 
 

 

 

LEDslhb  180W    50K -[Blank]  -[Blank]   

Series  Rated Wattage  Color Temp  Sensor  Diffuser  Backup Battery  
LEDslhb

psum

 
300W            300 watt 

  Blank   -frost Lens  Blank       -no battery 
  

 
 

 
40k        4000Kelvin 
50k        5000Kelvin   

      

  

 

    
 

 

-[Blank]  

180W            180 watt 

Blank   -frost Lens  

Input Voltage
Blank       110 - 277 Vac Blank       No Sensor

MS         Motion Sensor

-[Blank]

EB             -Emergency Battery

HV             -480VAc

HV             -480VAc

Ordering options:

electrical load:

Current (A)
120VSeries Number 208V 240V 277V 347VWattage 480V

LEDSLH90W50K 0.75 0.4390 Watts 0.38 0.32 0.26 0.19

LEDSLH130W50K 1.08 0.63130 Watts 0.54 0.47 0.37 0.27

LEDSLH180W50K 1.5 0.87180 Watts 0.75 0.65 0.52 0.36

LEDSLH300W50K 2.5 1.44300 Watts 1.25 1.08 0.86 0.62
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Dimensions:

90W 130w - 180W

installation:

300w
Pendent Mount Kit Dimension: 
Notice this kit is only available 
for our 130W and 180W Fixtures 
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PHOTOMETRIC:

90W 12,600 5000K 2x2

130W 17,800 4000K 2x2

130W 18,000 5000K 2x2

180W 24,000 4000K 2x2

180W 24,500 5000K 2x2

300W 40,000 4000K 2x4

300W 40,000 5000K 2x4

LEDSLH90W50K

LEDSLH130W40K

LEDSLH130W50K

LEDSLH180W40K

LEDSLH180W50K

LEDSLH300W40K

LEDSLH300W50K

1x24000K12,00090WLEDSLH90W40K

SIZECCTLUMENS WATTAGE MODEL #

PERFORMANCE:

Multiplier 2.3 1.4 1.0 0.7 0.6 0.4 0.3

Mounting 
Height

20 25 30 35 40 45 50
Grid scales: Multiples of mounting 
height Values shown in footcandle. 

90W 50K  (30 Feet Mounting) 130W 50K  (30 Feet Mounting) 180W 50K  (30 Feet Mounting)


